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Strojirensky zkusebni ustav, s.p. (Engineering Test Institute, Public Enterprise)
CertifikaCni organ certifikujici produkty / Product Certification Body
Hudcova 424/56b, Medlanky, 621 00 Brno, Ceska republika / Czech Republic

CERTIFIKAT /| CERTIFICATE

nafizeni vliady €. 118/2016 Sb. a smérnice 2014/35/EU (Nizké napéti)
Government Regulation 118/2016 Coll. and Directive 2014/35/EU (Low voltage)

Cslo: ) yvD._B-02216-21

Number
Klient: APPM trade s.r.o.
Client Ke dvoru 778/2

160 00 Praha 6 - Vokovice
Ceska republika — Czech Republic

Vyrobce: Promelectro-Kharkiv" LLC
Manufacturer 61001 m. Charkiv, ul. Iskrinskaja, 37 korp. 35-A
Ukrajina — Ukraine
Vyrobky: Ponorna ¢erpadla VODOLEY
Products Submersible pumps VODOLEY
Typ/Model: BCPE...; BCPEU..,; 3"BCPE...; 3,5°BCPE...; BVPE...;
Type/Model BCPET...; 6“ECPn...
viz 2. az 4. strana / see Pages 2 to 4
Aplikované normy: CSN EN 60335-1 ed. 3:2012, CSN EN 60335-2-41 ed. 2:2004,
Standards applied CSN EN 62233:2008
Podklad pro vydani certifikatu:  Zavére¢ny protokol €. 31-10694/EZ ze dne 2021-12-17
Basis of Cettificate issuance Final Report 31-10694/EZ of 2021-12-17
Certifikat plati do: 2026-12-20

Certificate valid until

Strojirensky zkusebni ustav, s.p., potvrzuje, Ze vy$e uvedené vyrobky jsou ve shodé se zakladnimi
technickymi poZadavky stanovenymi v pfiloze 1 a Ze technicka dokumentace odpovida pfiloze 3
k nafizeni viady ¢. 118/2016 Sb. (odpovida pfiloze | a lll smérnice Evropského parlamentu a Rady
2014/35/EU). Vysledky prezkoumani technické dokumentace, Udaje potfebné k identifikaci vyse
uvedenych vyrobkl a zavéry prezkouseni jsou obsazeny v zavéreéném protokolu. Pravidla pro
nakladani s certifikatem jsou uvedena na 5. strané.

Strojirensky zkuSebni astav, s.p., Engineering Test Institute, Public Enterprise, hereby confirms that the above-
mentioned products are in conformity with the essential technical requirements set forth in Annex 1 and that the
technical documentation conforms to Annex 3 of Government Regulation 118/2016 Coll. (corresponding to Annex
I and Annex Il of Directive 2014/35/EU of the European Parliament and of the Council). The results of the
technical documentation review, the data necessary for identification of the above-mentioned products and the
conclusions drawn from testing are contained in the Final Report. The rules for using the Certificate are specified
on Page 5.

Pouzité certifikagni schéma: SZU-1a:2020.00 (vychazi ze schématu 1a ISO/IEC 17067, zaloZeno na

zkous$eni a inspekci).
Product certification scheme applied: SZU-1a:2020.00 (based on Scheme 1a of Iﬁ/lEC 17067, which is based

on testing and inspection).

Brno, 2021-12-21
Ing. Tomas Hruska
feditel
Director
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S Specifikace typl a variant / Specification of types and versions: ?
s CERPADLA VODOLEY (230 V) / PUMPS VODOLEY (230 V) 3
K ¢. Typové oznaceni Napéti Frekvence Prikon Stupen kryti IP =
No Type designation Voltage Frequency Input Ingress protection IP 2
c 1 | BCPE 0,32-250 400 W =
- 2 | BCPE 0,32-32U 500 W =
= 3 |BCPE 0,32-40U 680 W i
= 4 |BCPE 0,32-50U 900 W =
2 5 |BCPE 0,32-63U 230 V AC 50 Hz 1000 W IP 68 =
§ 6 |BCPE 0,32-80U 1290 W =
7 | BCPE 0,32-100U 1600 W =
- 8 |BCPE 0,32-120U 1950 W
? 9 | BCPE 0,32-140U 2500 W é
: 10 | BCPEU 0,32-25U 400 W z
35 11 | BCPEU 0,32-32U 500 W Q
2 12 | BCPEU 0,32-40U 230 VAC 50 Hz 680 W IP 68 =
13 | BCPEU 0,32-50U 900 W =
- 14 | BCPEU 0,32-63U 1000 W é
< 3
: 15 | BCPE 0,5-16U 400 W =
= 16 | BCPE 0,5-25U 550 W =
- 17 | BCPE 0,5-320 650 W =
2 18 | BCPE 0,5-40U 720 W =
: 19 | BCPE 0,5-50U 230V AC S0 Hz 970 W it g
2 20 | BCPE 0,5-63U 1270 W ;E
- 21 | BCPE 0,5-80U 1630 W ;?:
3 22 | BCPE 0,5-100U 2050 W =
§ 23 | BCPEU 0,5-16U 400 W =
24 | BCPEU 0,5-25U 550 W =
25 | BCPEU 0,5-32U 650 W &
26 | BCPEU 0,5-40U Sl S0z 720 W e =
- 27 | BCPEU 0,5-50U 970 W =
28 | BCPEU 0,5-63U 1270 W =
20 [BCPE 1.2-12U 550 W =
s 30 | BCPE 1.2-16U 730 W §
: 31 | BCPE 1.2-25U 900 W %
32 | BCPE 1.2-320 1170 W =
: 33 | BCPE 1.240U e RE 1340 W i =
34 | BCPE 1.2-50U RO 1600 W =
35 | BCPE 1.2-63U 1\ 2080W §
36 | BCPE 1.2-80U /g 7\ 2820W =
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CERPADLA VODOLEY (230 V) / PUMPS VODOLEY (230 V)

c. Typové oznaceni Napéti Frekvence Pfikon Stupen kryti IP
No. Type designation Voltage Frequency Input Ingress protection IP
37 |BCPE 1,6-25U 1600 W

38 | BCPE 1,6-32U 230 VAC 50 Hz 1950 W IP 68

39 | BCPE 1,6-40U 2400 W

40 | 3"BCPE 0,5-32U 800 W

41 | 3"BCPE 0,5-50U 230V AC 50 Hz 1000 W IP 68

42 | 3"BCPE 0,5-63U 1280 W

43 |3,5"BCPE 0,3-40U 800 W

44 |3,5"BCPE 0,3-63U 230 VAC 50 Hz 1000 W IP 68

45 |3,5"BCPE 0,3-80U 1200 W

46 | BVPE 0,25-25U 900 W

47 | BVPE 0,25-60U 230V AC 20 Hz 1800 W P68
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®
c GERPADLA VODOLEY (400 V) / PUMPS VODOLEY (400 V) =
¢. Typové oznaceni Napéti Frekvence Prikon Stupen kryti IP 53
: N No Type designation Voltage Frequency Input Ingress protection IP %
i 1 | BCPET 0,32-25U 120 W =
2 | BCPET 0,32-32U 180 W ;
3 | BCPET 0,32-40U 250 W =
: 4 | BCPET 0,32-50U 370 W §
5 | BCPET 0,32-63U 400 V AC 50 Hz 550 W IP 68 =
6 | BCPET 0,32-80U 750 W :f
= 7 | BCPET 0,32-100U 1100 W =
2 8 | BCPET 0,32-120u 1500 W =
= 9 | BCPET 0,32-140U 2200 W §
: 10 | BCPET 0,5-16U 120W =
11 | BCPET 0,5-25U 180 W i

12 | BCPET 0,5-32U 250 W =

- 13 | BCPET 0,5-40U 370 W %
f 14 | BCPET 0,5-50U 400 V AC 50 Hz 550 W IP 68 =
; 15 | BCPET 0,5-63U 750 W §
16 | BCPET 0,5-80U 1100 W =
g 17 | BCPET 0,5-100U 1500 W =
: 18 | BCPET 0,5-120U 2200 W =
19 | BCPET 1,2-12U 500 W =
20 | BCPET 1,2-16U 750 W =
3 21 | BCPET 1,2-25U 850 W %
22 | BCPET 1,2-32U 1200 W ;ﬁ
- 23 | BCPET 1,240U 400V AC 50 Hz 1450 W IP 68 §
: 24 | BCPET 1,2-50U 1550 W =
25 | BCPET 1,2-63U 1820 W %
2 26 | BCPET 1,2-80U 2450 W e
g 27 | BCPET 1,2-100U 3200W g
28 | BCPET 1,6-25U 1100 W =
29 | BCPET 1,6-32u 400V AC 50 Hz 1500 W IP 68 =
2 30 | BCPET 1,6-40U 2200 W
: 31 | 6"ECPn 16/75U 5500 W =
32 | 6"ECPn 16/95U 400V AC 50 Hz 7500 W IP 68 =
- 33 | 6"ECPn 16/125U 9200W
£ =
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PRAVIDLA PRO NAKLADANI S CERTIFIKATEM

Splnéni pozadavkd nafizeni vliady ¢. 118/2016 Sb. (smérnice 2014/35/EU) bylo odvozeno ze spinéni pozadavki
pouzitych norem, které jsou uvedeny na 1. strané certifikatu. Novelizace nékterého z uvedenych normativnich
dokumenttl, zejména novelizace norem nebo vydani novych norem, miiZze zménit skutednosti, za kterych byl
certifikat vydan. V takovém pripadé je treba pouzitelnost certifikatu prezkoumat.

Certifikét se mlze pouzivat pouze jako certifikat vyrobku, jejichz specifikace je uvedena na 1. az 4. strané. To
plati i pro pouziti v reklamnich, propagaénich a komerénich materidlech. Bez pisemného souhlasu Strojirenského
zkuSebniho Ustavu se nesmi certifikat reprodukovat jinak nez cely. Neopravnéné nebo klamavé pouziti certifikatu
mUze byt sankcionovano.

Je zakazano ménit, doplfiovat nebo prepisovat tidaje v certifikatu.

Certifikatem nelze dokladat vlastnosti vyrobkd, u nichz byla provedena bez souhlasu Strojirenského zkugebniho
ustavu, s.p., zmé&na ovliviiujici shodu s pouzitymi normami a technickymi predpisy.

Certifikatni organ pozaduje, aby drzitel certifikatu vedl zaznamy o vSech stiznostech a opatienich k napraveé,
které se tykaji vyrobk(, na néz se vztahuje tento certifikat.

RULES FOR USING THE CERTIFICATE

Fulfilment of the requirements of Govemment Regulation 118/2016 Coll. (Directive 2014/35/EU) has been derived
from fulfilment of the requirements of the standards applied, as specified on Page 1 of the Certificate.
Amendments to any of the nomnative documents listed, in particular amendments to the standards or issuance of
new standards may change the circumstances under which the Certificate was issued. In such a case, the
usability of the Certificate must be reviewed.

The Certificate may only be used as a cetrtificate for the products specified on Pages 1 to 4. This also applies to
its use in advertising, promotional and commercial materials. This document may be copied in its entirety without
wriften consent of the Engineering Test Institute. Unauthorised or deceptive use of the Certificate may be
sanctioned.

It is prohibited to change, amend or overwrite the data contained in the Certificate.

The Cetrtificate may not be used for documenting the properties of the products changed without the consent of
the Engineering Test Institute in such a way that the conformity with the standards and technical regulations
applied has been affected.

The Cettification Body requires the Certificate holder to keep records of all the complaints and corrective actions
relating to the products covered by this Certificate.

i
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